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Templates  (Cont.)

Assigning Templates to images

Now that you are familiar with the mechanics of creating templates, it’s time to apply imag-
es to them.

To use templates, the current 
Layout Style must be set to 
Template.  You change the Layout 
Style in the Advanced section of 
the ImagePrint Dashboard. 

With Template as the 
Layout Type, the Layout 
Schemes menu (to the 
right of the Layout Type 
menu) will display all of 
your saved Templates.

Choose one of the templates to see it displayed in the 
Layout Area.

As is

Rotate to Fit

Fit to Size

TemplatePackage1

Wallets and 
4x5x

8x10 Set

Kids pack

Wedding1

Wedding2

Wedding3
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Templates  (Cont.)

Assigning Templates to images (cont.)

Once you have chosen a template, you’re 
ready to assign images to it.

Open an image (or group of images) in the 
normal way via the Image Strip, the File-
Open command, or by dragging the image 
from a folder into the ImagePrint interface. 
The image will fill frames within the tem-
plate.  If your template is grouped, then all 
the frames of a group will be filled with the 
image.

If you drag your image from the File 
browser (instead of using  
File->Open, or double-clicking it 
in the file browser) you can spec-
ify which frame the image will be 
assigned to. 

 Notice how, as you drag the image 
over a frame, the frame (and any 
other frames in its group) change 
color to indicate they will receive the 
image.
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Templates  (Cont.)

Assigning Templates to images (cont.)

Once a template is filled with images, a 
new template will be added to the page 
if there is room.

Note: If AutoFlow is in effect, and there’s 
no room on the page for a new tem-
plate to be created, a new page will be 
added with a blank template on it, ready 
for more images. This can be a power-
ful method of creating multiple template 
pages by dragging multiple images into 
the layout window--page after page of 
templates will be automatically created.

Note: Sometimes, when a new page is added, it happens so quickly that it may seem 
your previous template lost all its images.  Just use the Page Controls 

to go back a page and you’ll see previously built template. 

Scaling and Positioning Templates

When the Layout Type setting is Template, you will not be 
able to adjust the position of your template on the page or 
resize it.  However, if you switch the Layout Style in the 
Dashboard->Advanced to one of the non-Template modes 
(As is, Best Fit, or Fit to Size) then the templates will be 
treated like any other image.  You can scale, move and 
rotate the template as if it were one single image.

As is

Rotate to Fit

Fit to Size

Template
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Templates  (Cont.)

Ungrouping Templates

Another operation you can perform on Templates when no longer set to the Template 
Layout Type is to Ungroup them.  Ungrouping a template will cause all the images within 
it to lose their templated status.  Each image within an ungrouped template can be 
moved, scaled, etc. individually--in effect, the template ceases to exist when ungrouped.

To ungroup a template, choose Ungroup Template 
from the Mouse menu.  

On Macintosh computers, hold the Command 
key down while clicking the template to access 
the mouse menu.

On PC’s, Right click the image to access the 
Mouse menu.

Once a template is ungrouped, all 
the images in it become independent.
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Templates  (Cont.)

Cropping Templates

Frames within a Template can be cropped like any other image.  Simply double-click the 
image to have it appear in the Smart Crop 
menu.

Any crop you apply to the image will 
be applied to any other frames within 
that template that are part of the current 
frame’s group and which have the same 
aspect ratio as the current frame. 

When cropping template frames, you can zoom the image 
in or out, allowing you to adjust the size of the image that 
appears in the frame.

To zoom in or out:

On the Mac, hold down the Command key while dragging 
the mouse within the Smart Crop window.

On the PC, hold down the Control key while dragging the 
mouse within the Smart crop window. 

Note that when cropping a template frame, your crop area will always be constrained 
to the aspect ratio of the frame.  You can zoom the crop, or position it, but you can’t 

change its shape.
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Borders (Cont.)

Borders and Templates

When you drag a border from the border browser to a template, it will be applied to all 
images with the frame’s group that match the aspect ratio of the border.  

Important: Borders can only be applied to frames that match the border’s aspect ratio. 
This is necessary because template frames have fixed aspect ratios--it would be impos-
sible to force a border into a different aspect ratio without distorting it.

Once applied to a frame, the 
border can be adjusted via 
Smart Crop by double-
clicking the frame, and 
adjusting the crop.

Don’t forget, you can 
Zoom the image in or out 
of the border within the 
Smart Crop window: 

On the PC, hold down 
the Control key while 
dragging the image in 
the smart crop window 
to Zoom it.

On the Mac, hold down 
the Command key 
and drag to zoom the 
image.

For more information on using Borders, see chapter 10, Borders.
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Backgrounds, Frames and Gallery Wrap

(DEMO mode only with Lite version of ImagePrint)

With ImagePrint 9, it’s easy to customize your layouts with colored background 
or frames.  And the new gallery wrap feature lets you automatically mirror and flip 
the edges of images for easy frameless mounting of canvas prints.

The Add Background window

All the controls to create backgrounds, frames and gallery wraps are in the Add 
Background window.  This window is accessed via the Mouse Menu.  

On PCs, you can right click an image or group of images to see the Mouse 
Menu. (Left click with control pressed to select multiple images).

On Macs, if you don’t have a right mouse button, access the Mouse menu 
by holding the Control key and clicking on an image or group of images (to 
select multiple images, hold the Command key down and click each image 
to be added to the group). 

In the Mouse Menu that appears, 
choose “Add Background to the 
image”.

The Add Background window will appear.

Here, you can choose to add a Frame and 
Matte, a Solid Background, a Background 
Image, or a Gallery Wrap.  

Each of these options has its own set of con-
trols that will be available when that option 
is chosen. (Remember--the Background 
and Frames window is also available when 
creating or editing a template, allowing you 
customize your templates with background 
graphics and frames.)       
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Backgrounds, Frames and Gallery Wrap (Cont.)

Adding an artistic frame to an image

A frame is a rectangular border of a speci-
fied thickness and color which can be set at a 
specified distance from the edge of the area 
being framed.  The area between the frame, 
and the image, is the matte.  The matte can 
be colored as well, for “double-frame” effects. 

To create a frame for your image, click 
the Frame button at the top of the Add 
Background window.  The following controls 
will be available:

Distance from Image Edge

This is the distance the frame will extend from 
the edge of the image(s) being framed.  It can 
be symmetrical; meaning equal distance from 
each edge of the framed area, or you can 
choose different distances for the top, bottom, 
right and left edges. 

Color

Here you can choose the color of the frame by clicking the color button and choosing via the 
Color Chooser that will appear.  An eyedropper has also been provided--select this icon, then 
click anywhere on the screen to choose a color.  The eyedropper is a great way to pick a 
frame color using a color from within the image itself.

Frame Thickness 

The frame thickness is specified via the Thickness field. Note that this value does not include 
the thickness of the matte (see matte, below).  The difference between the Frame Thickness 
and the Distance from Image Edge will be filled by the Matte color.

Matte Color 

To alter the Matte color, click the Matte Color button in the Frame area, or use the eye drop-
per beside it to choose a color from any image in your layout.  (Hint: Try choosing Transparent 
as the Matte color--this allows for very interesting effects when you place the image on top of 
another one.)
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Backgrounds, Frames and Gallery Wrap (Cont.)

Transparency 

The transparency slider allows you to change the transparency of the frame, allowing you to 
see the current matte color through the frame.  In most instances this is not desirable, but...
if the Matte color is set to transparent, then instead of the matte color being revealed, you 
will see underlying objects through the frame, which can lead to some great effects.

Creating an artistic  frame:  An example 

For the below image, Frame was selected in the Add 
Background window, then a .600 Distance from Image 

Edge value was chosen.  

Next, for the Frame itself black 
was chosen, but for the Matte 
color, the Matte Color eyedropper 
was used to select a bit of color 
from the image.  Finally, a Frame 
thickness of .3 was chosen--this 
means that the Matte color will fill 
the .3 difference between the .6 
Distance from the image edge, 
and the .3 thickness of the black 
frame.

Frame

Matte
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Backgrounds, Frames and Gallery Wrap (Cont.)

Adding a Solid Background

A solid background is an area of single solid color sur-
rounding an image or group of images.  It is similar to 
a frame, but has no control for specifying thickness or 
matte, since it always fills the area between its edge and 
the image(s).

To specify a solid background for your image(s), click 
the Solid button at the top of the Add Background win-
dow.  The following controls will be available:

Distance from Image Edge

This is the distance the background will extend from 
the edge of the image(s) being affected.  It can be sym-
metrical; meaning equal distance from each edge of the 
framed area, or you can choose different distances for 
the top, bottom, right and left edges. 

Color

Here you can choose the color of the background by 
clicking the color button and choosing via the Color Chooser that will appear.  An eyedropper 
has also been provided--select this icon, then click anywhere on the screen to choose a color.  
The eyedropper is a great way to pick a background color using a color from within the image 
itself.

Transparency 

The transparency slider allows you to change the transparency of the background, allowing you 
to see underlying items through the background.

This image has a solid black 
background with non-symmet-
rical distances of Top, Left and 

Bottom .3, and Right 4.0.

(The text was later added via 
the Add Text menu).
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Backgrounds, Frames and Gallery Wrap (Cont.)

Adding an Image Background

You can choose to have an image appear as 
a background to an image or group of imag-
es.  This background image can be automati-
cally cropped to fit the area, or left in its original 
aspect ratio.  Click Image at the top of the Add 
Background window to access the following con-
trols:

Distance from Image Edge

This is the distance the background will extend from 
the edge of the image(s) being affected.  It can be 
symmetrical; meaning equal distance from each edge 
of the framed area, or you can choose different distances for the top, bottom, right and left 
edges. 

Choosing an Image

You can choose any tiff, jpeg, or psd file as the background by clicking the Image button in the 
lower section of the Add Background window, then locating it via the standard file dialog that 
appears.

Crop

The crop controls how the image will “fit” in the area you defined via the Distance from Image 
Edge fields.

Selecting “Crop and Zoom” from the Crop menu will cause the chosen image to auto-
matically crop to the exact size specified in the Distance fields.  You may not see the 
entire image if the aspect ratio differs from the Distance values you specified. 

Choosing “Accommodate without Crop” will cause the image to grow as large as pos-
sible within the Extent boundaries without cropping or distorting the image.  This option 
may result in the background image not fully covering the specified area, but all of the 
background image will be placed.    

Transparency 

The transparency slider allows you to change the transparency of the background image, 
allowing you to see underlying items through it.  This can make for some nice watermark 
effects.

An example of an image with a 
background image applied with 

slight transparency.

The text was later added via the 
Add Text menu.
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Creating a Gallery Wrap

A gallery wrap is a method of extending the 
edges of a print for frameless mounting in 
such a way as to present no harse transi-
tions while preserving the entire image 
without cropping.

With ImagePrint’s gallery wrap feature, a 
portion of the edges of the image will be 
duplicated and mirrored, allowing each 
edge to seamlessly wrap around the sides 
of the mounting bar.  Note that gallery wrap 
can only be applied to a single image--not 
to a group of images.

To create a Gallery Wrap, choose Gallery Wrap at the top of the Add Background window.  You 
will have access to the following controls:

Distance from Image Edge

This is the only control available for Gallery Wrap. Choose the distance from the edge of the 
image that should be duplicated and mirrored.  This distance should reflect the thickness of the 
mounting bar you plan to use for mounting the print.

If the original image was close to the edge of the page, you may need to move it to ensure the 
newly added edges are within the printable area of the page

A rather exagerated example of a Gallery Wrap.

The original image is extended and mirrored at 
the edges, allowing for a smooth edge when wrap 

mounting without a frame.

(The black lines are there for emphasis--they are not 
actually created as part of the process.)
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Backgrounds, Frames and Gallery Wrap (Cont.)

Removing image background settings

To remove any Frame, Background, or Gallery Wrap, Control-Click or Right-Click the 
image(s) and choose Remove Background from the menu that appears.

Editing background settings 

To change the Frame, Background, or Gallery Wrap settings, Control-Click (Mac) or 
Right-click (PC) the image(s) and choose “Edit Background”.  

The Add Background window will appear, allowing you to make changes to its cur-
rent parameters using the controls discussed throughout this chapter. 
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 What are Boundary Areas?

A Boundary is an area of the page treated as a sub-page.  Images within a boundary will act 
as if grouped--moving the boundary will cause all the images and text elements in it to move 
as well, while each element, if clicked on, can be moved separately.

But boundaries are more than just a grouping mechanism.  Crop marks will be applied to the 
boundary, not the images within it, allowing you to easily segment your pages into sub-pages 
for cutting.  Annotations for each image will also automatically appear beneath boundary, mak-
ing it easy to keep track of what images are included within each sub-page without having 
them actually print.

In addition to their use in defining sub-pages, boundaries have another usage: an artistic one.  
Boundaries are essentially an extra background because, while you can choose to have the 
boundary transparent, you can also fill it with color.  When used with Image Backgrounds and 
Frames, boundaries can provide yet another layer of graphical possibilities in your layouts.

Boundaries can be defined based on images that have been already laid out--you will then be 
able to specify a boundary that “fits” the selected image--it’s much easier to create a bound-
ary with a centered image within it this way.  You can also create a boundary without selecting 
images for it to encompass and later drag images on to it.  Boundary Areas are created via the 
Add Boundary Area window. 

The Add Boundary Area window

The Add Boundary Area window is accessed 
via the Mouse Menu.  

- On PCs, you can right click an on an 
empty area of the layout window, or on 
an image or group of images to see the 
Mouse Menu. (Left click with control 
pressed to select multiple images).

- On Macs, if you don’t have a right 
mouse button, access the Mouse menu 
by holding the Control key and clicking on 
an image or group of images or an empty 
area of the layout area. (To select multiple 
images, hold the Command key down 
and click each image to be added to the 
group). 

In the Mouse Menu that appears, choose “Add Boundary Area” to access the Add Boundary 
Area window.



14-3 IMAGEPRINT User Guide14-3 IMAGEPRINT User Guide

Boundary Areas (Cont.)

The Add Boundary Area window

This window provides controls for speci-
fying the size and fill of the boundary 
area.  The available selections are:

Transparent / Solid

If you want to use the boundary as a 
means of grouping, or as a means of 
defining a croppable “sub-page”, without 
it being part of the graphical elements on 
the page, click Transparent at the top of 
the screen.  A transparent boundary will 
be shown on screen with cross hatched 
lines, but will not print.

Choose Solid if you want to specify a 
color for the boundary.

Boundary Dimensions

This is where you specify how big the boundary will be.  You can do it two ways--either as an 
absolute width/height value, or base the size on the images it is bounding.

- Click “Define by Size” to specify an absolute boundary size, then put the values in the 
Width Height fields. This option is usually desired if you are creating a “sub-page”, like 
an album page, that needs to be cut at a specific size regardless of the image(s) within 
it. 

- Click “Define from Image Edge” if you want the boundary to be defined by the 
image(s) it encompasses.  (This option is only avalable if you accessed the Add 
Boundary Area window by clicking on an image or group of images, not an empty area).  
This can be useful if you are using the boundary as a colored background or frame and 
are more concerned about the size of the margin than the size of the boundary itself.

Solid Fill Paremeters

If you chose “Solid’ instead of transparent for your boundary, this is where you can choose 
its color.  Click the Color Button and choose via the Color Chooser window that will appear.  
An eyedropper has also been provided--select that icon, then click anywhere on the screen 
to choose a color.  (The eyedropper is a great way to pick a boundary color using color from 
within one of the images on the page).
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Boundary Areas (Cont.)

Using Boundaries

Here’s some important points to keep in mind when using boundary areas:

	 •	 Adding images to boundries is like grouping them--clicking the boundary and 
moving it will cause all images in it to move together with it, preserving their rela-
tive locations.

	 •	 Clicking an invidual image within a boundary will cause just that image to move.

	 •	 Moving an image partially out of the boundary will remove it from the boundary 
group.

	 •	 Images within boundary areas will not have individual crop marks and their anno-
tations will appear at the bottom of the boundary.

This image has crop marks 
and an annotation (caption).

When dragged onto 
a boundary area, 

the crop marks are 
removed, and the 

annotation is added 
to the bottom of the 

boundary. 
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Printing the layout

Choosing Print from the 
top of the ImagePrint 
Dashboard or from the 
File menu will cause the 
current layout to be sent 
to the printer immediately.  
Unlike previous versions 
of the software, there is no print 
dialog.  Once Print is selected the print is sent-- you are then free to close ImagePrint or begin 
a new layout--printing takes place in the background.  To check the Print Status, the ImagePrint 
Spooler utility, Spoolface, is used.  Spoolface is described in the next chapter. 

Specifying the print job name

You can specify the job name which will be shown in spoolface in the Job Name field at the top 
of the Dashboard.  By default the job name will be the first image opened in the layout.  With 
ImagePrint 9 the Print dialog has been replaced by the Print Setup area of the Dashboard.  
This is where most options previously found in the Print dialog can be set.

Print Setup

To check or adjust settings printer options such as quality, speed, number of copies and ink 
limiting, expand the PRINT SETUP section of the ImagePrint Dashboards ADVANCED area.

Most settings can be left at their default state.  In fact, for most users, only the Paper 
Tray, AutoCut and Inked Area selections are ever changed.
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The following pages give descriptions of the PRINT SETUP options.

Print Pages (range):

If your layout area currently has mul- ti-
ple pages, the Print Pages section allows 
you to choose to print all of the pages, or 
just certain ones.  

   • 	If  you wish to print all the pages in your layout, choose All.

   • 	To specify individual pages, separate the entries with commas (1, 3 would cause 
page 1 and 3 to print, but not page 2).

   • 	To specify a range of pages, separate the entries with a dash (1-3 would cause 
page 1 through 3 to print).

Quality:

The quality field is where the quality settings can be specified.  Quality consists of 3 ele-
ments: The Droplet Size, the High Speed mode, and the Passes.

Droplet Size (1440, Photo, etc.)

The droplet size refers to the size of the ink droplets that will compose the output.  
Most printers have multiple droplet sizes available. Unlike the other Quality options, 
droplet size can affect the color reproduction of the print--that is why each 
Printer/Paper profile is created for a specific droplet size (ie, 1440, 2880, photo, 
best).  Only valid droplet-sizes for the currently selected profile will be shown in 
Quality menu.

Droplet-size designation: Different printers designate the droplet sizes different 
ways--many use the droplets-per-square inch value (typically 720, 1440 or 2880).  
Most newer printers, however, use the terms Fine (for 720), Photo (for 1440) and Best 
(for 2880).

Most ImagePrint profiles are done for 1440 (Photo) droplet sizes so often only 1440 
Quality settings will be listed.  This is because this mode typically has the advan-

Print Setup (cont)
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tage of variable size--the size of the ink droplets can vary througout the print.  While 
smaller in size, the 2880 (Best) mode is a fixed droplet size which reduces some of 
the advantage a variable droplet can add in producing a smooth screen (dither) pat-
tern.  For most papers (excluding very high gloss papers) most users find no benefit 
in using the finer, fixed droplet sizes and prefer the significantly faster 1440 variable 
droplets. This is especially true on papers with a high dot spread such as rag and 
other matte papers.

HS - High Speed 

Some printers offer an HS mode for some of their available quality settings.  HS 
stands for High Speed, and refers to a printers ability to print image data in both 
directions of print head movement (bi-directional).  HS modes, as the name implies, 
are faster due to this bi-directional printing and are typically fine to use. In the end, 
the droplets end up in the exact same place on the print and the same amount of ink 
is used.

However if you notice banding or mottled areas on your print when using HS mode, it 
may be due to the ink not having enough time to “soak in” to the coating of the paper.  
In that case, try printing in standard (non-HS) mode to see if it eliminates the problem.

Passes 

Modern inkjet printers pass the print head over the same area of the paper multiple 
times as they print, firing different nozzles with each pass. By “interlacing” the  print-
ing in this way ink droplets are less prone to coalesce on the surface of the media 
resulting in less chance of ink spotting or ink related banding.  

The default number of passes is 4, but many printers can also use an 8-pass mode. 
(Compared to 4-pass mode, the print head takes twice as many passes to fill in the 
same amount of the print while spraying half the ink droplets with each pass.   

Printing in 8-pass mode is seldom necessary.  It does not improve detail or save ink-
-the final ink droplet placement and ink usage will be the same as in 4 pass mode (it 
will just take twice as long to get there).  

Print Setup (cont)

Quality (cont)
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However for some papers (or problematic printers), the longer print time and 
increased droplet distance can solve issues related to ink not soaking into the paper 
quickly enough, causing them to combine with other nearby droplets to form mottling 
or banding.

 

Copies

This field allows you to specify how many copies of each page in your layout will be output.

Ink Limit

The ink limit control lets you adjust the percentage of ink placed on the page.  The default 
value is 100 percent, and you can not go above this value.  However, lower values can 
be set which will result in a reduction of the total ink laid down.  While typically this control 
should be left at its default 100 percent value, in rare cases a paper may show over inking 
effects (such as warping) and reducing the inks may help.  Be cautious, as reducing the 
inks will often result in the image appearing washed out.   

Dithering DPI

This menu displays the current dots per inch resolution setting that ImagePrint will use 
when rendering its layouts. 

Note that this is NOT the ink droplet size setting of the printer--that setting is deter-
mined by the Quality field (see below). 

In most cases, this setting should be left at its default setting, although if printing extremely 
large images (banners) you may find that lowering the Dithering DPI can speed up process-
ing of your jobs.

Print Setup (cont)

Quality (cont)



15-6 IMAGEPRINT User Guide15-6 IMAGEPRINT User Guide

Ink Set

The Ink field shows the currently selected ink set.  If using a Printer Profile 
made by ColorByte Software, the correct ink set will be chosen automatically 
when you select your printer profile in the PROFILES area of the Dashboard 
and cannot be changed.

If using a non-ColorByte generated profile, you will be able to change the 
inkset.  For a list of inkset names and what they mean, check the Printer 
Specific section of the Appendix at the back of this manual for your particular 
printer model.

Print to 
File

Choosing Print to File will cause ImagePrint to create a color managed TIFF 
file of the layout, rather than sending the job to print.  

This job will pass through spoolface as normal, but instead of going to the 
printer, will be written as a file in the folder specified in the OUTPUT FOLDER 
field.  The file will use the name of the current job, which by default is the 
name of the first image added to the layout, but can be changed in the Print 
Dialog.  

To specify the folder where the image should be created, click the Browse but-
ton and choose a folder via the standard file selection dialog box that appears.

Note that the TIFF file will be created in the color space of the currently select-
ed Printer/Paper profile.  

It is usually recommended to choose a valid source profile, like Adobe 1998, in 
that field prior to using this option.  

Print Setup (cont)



15-7 IMAGEPRINT User Guide

The Options Dialog

Click the Options button within the Print Setup section of the Dashboard to access the 
Options window for your printer.  

The Options window allows you to pick Printer Specific options related to Media prior to print-
ing. After selecting your options, choose OK to put them in effect.  They will be remembered 
for the currently selected printer until changed.

Media Type

If using the Profile Valet and a ColorByte 
generated Printer profile, the Media Type 
will be automatically selected based on the 
paper characteristics.  If using the Profile 
Valet, unless you experience media related 
issues (such as paper jams or feed-related 
banding) it is not recommended you change 
this setting.

The Printer Options window allows you to 
specify the Media Type of the currently loaded 
paper. This setting gives access to preset 
Paper Thickness configurations for certain 
printers.  These settings come from the printer itself, and control certain features related to 
paper feeding. The Media Type setting does NOT set the printer for Roll or Sheet.  You 
must still select the proper setting via the Media Feed  section of the Dashboard.

By choosing a paper thickness that corresponds to your media, the printer will use the proper 
settings when feeding the paper and distancing its print head, resulting in less likelihood of 
printer banding or misfeeding.  Color is not affected by this setting.

To select a Paper Thickness, choose the paper type you are using from the drop down list 
if available.  Note, since this list will only include papers manufactured by the maker of your 
printer, you may not see your paper listed.  In that case, just pick one that is close in thick-
ness to the type of paper you are using.

Important: Some Media Type settings may restrict certain printer features if the paper 
selected is not supported for that feature by the printer.  For example, choosing a paper with 
Sheet in the title may cause the printer’s paper cutter to be disabled.  Or, if a paper that is 

not supported for Tray printing is selected, the printer may show an error if the paper tray is 
used.

Print Setup (cont)
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Printing (cont.)

Media Feed Adjustment

Many printers also allow for custom adjust-
ments to the paper feed controls in addition 
to the Media Type selection.  This is an 
advanced feature, and should only be used 
for those willing to experiment to achieve 
the best results, or who are trying to solve a 
specific problem with banding or paper feed 
issues.  In most cases, it is unnecessary 
to adjust this control.

To use the custom setting feature, simply 
adjust the Media Feed Adjustment slider.  
Note that this setting is take directly from 
the printer, and not created by ColorByte. ColorByte software does not receive information on 
specific Media Feed settings--those come from the printer manufacturer.

Cut Method

Some printers allow different cutting methods when Roll paper is used with the Auto Cut 
option in effect.

Choices in this menu may vary, but common options are:

Normal   This option will be used when in non-borderless mode.  A single cut is made 
between prnts, with a slight (typically 1/8 inch) border on each print.

1-Cut      This option is only allowed during Borderless printing.  A single cut will be made 
between prints with no border remaining and no waste between prints.  The cut will 
not be made until the trailing edge of the print reaches the cutter, which means a 
print may wait until a 2nd print has started before being cut.  If a 2nd print does not 
come after a short duration (typically one or two minutes) the printer may proceed 
with the cutting in 2-cut mode (see below), with a resultant waste of a few inches 
of paper.

2-Cut      This option is only allowed during Borderless printing.  Two cuts are made between 
prints, with no border remaining.  A waste strip of paper (typically 3 or 4 inches) will 
result in this mode between every print.
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SpoolFace - The ImagePrint Spooler
The ImagePrint Spooler is one of the most powerful features of ImagePrint software.  
With its graphical interface, print jobs can be rearranged and prioritized, sent to dif-
ferent printers or moved from one computer to another.  It is also possible to directly 
edit the parameters of a print job, allowing you to change elements such as the num-
ber of copies, DPI, ink set or drum speed--without having to rebuild the layout. With 
ImagePrint 8, you can view thumbnails of your jobs, and save previously printed jobs 
(including all images and profiles used) into archive files for future printing.

To launch the spooler, click the Spooler button at the top of the Dashboard.  (Note: you 
may also launch the spooler directly from the Spool folder within the ImagePrint folder 
on your hard drive). 

The ImagePrint Spooler interface utility, SpoolFace, will appear.  

The SpoolFace window 
allows you to view and 
control your print jobs.

Run into a Problem?

The ImagePrint trouble shooting guide is located in 
your ImagePrint folder and can be accessed from 

the Help menu in ImagePrint or Spoolface.
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The ImagePrint Spooler  (Cont.)

Using SpoolFace

SpoolFace consists of 4 areas:

The Menu Bar - Located along the top of the Spoolface window if on a PC, or along 
the top of the screen if on a Mac, this area gives access to controls for viewing different 
printer queues and queues on remote machines, as well as Pausing and Resuming the 
queue.

The Active Queue - This area is located on the top left side of the spooler interface.  It 
shows the currently printing, and lined up to print, jobs.

The Inactive Queue - This area, on the lower left side of the SpoolFace window, lists 
jobs that are currently not set to print.  Once a job is done printing, it is automatically 
moved from the Active Queue to this Inactive Queue.

The Status Area - Located at the right side of SpoolFace, this area shows the current-
ly printing job, as well as a running list of messages from the spooler during printing.  

The Preview Area - Located at the bottom right side of SpoolFace, this area shows 
thumbnails of the currently selected print job.  Note: You must have enabled “Generate 
previews for SpoolFace” in the ImagePrint Preferences window prior to printing.  

Active Queue

Inactive Queue

Status Area

(Check here for errors!)

Preview Area
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The ImagePrint Spooler  (Cont.)

Using the ImagePrint Spooler (Cont.) 

As jobs are submitted to the queue, they are displayed in the left side of the 
SpoolFace window.  From there, they can be cancelled or deleted by highlight-
ing them and dragging them to the desired location. 

Using the ImagePrint Spooler (Cont.) 

Drag and Drop job control

To cancel a job, highlight it in 
the Active (top) pane and drag 
it to the Inactive (lower) pane.

To re-submit a job, highlight it in 
the Finished (lower) pane and 
drag it to the Active (top) pane.

To permanently delete a job, 
drag it from the Inactive (bot-

tom) pane to the Recycling bin 
icon. 

 Currently printing jobs appear on 
the upper left pane of the spooler

Finished or cancelled jobs appear 
on the lower left pane of the 

spooler

Delete jobs from the inactive pane 
by dragging them to the Recycling 

bin

Note on DEMO printing

If you don’t have an encryption for ImagePrint but want to print in DEMO mode (with the 
word DEMO watermarked on your prints), make sure “Print if Demo” is selected within the 

QUEUE menu’s DEMO options. (Windows users must have a dongle attached to print, even 
in demo mode. The Mac version allows demo printing without a dongle attached.).
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Appendix F - Keyboard Shortcuts
The following keyboard shortcuts can be used within ImagePrint

 

Function			    Macintosh			   Windows 

Open File Command - o Control - o
Quit Command - q Control - q
Zoom in Command -Shift - + (plus) Control - Shift - + (plus)
Zoom out Command - - (minus) Control - - (minus)
Print Command - p Control - p
Preferences Command - . (period) Not available
Hide ImagePrint Command - h Not available
Step and Repeat images Drag corner/edge of image 

while holding shift
Drag corner/edge of image 
while holding shift

Step and Repeat - Increase 
spacing between stepped/
repeated images

Drag interior of image while 
holding shift

Drag interior of image while 
holding shift

Context sensitive “mouse” 
menu

Click image while holding 
Control key

Click image while holding 
Control key

Run into a Problem?

The ImagePrint trouble shooting guide is located 
in your ImagePrint folder (or on the Technical 

Support page at www.colorbytesoftware.com) 


